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Nozzle creates a variation of the Standard HVF, 

decreasing height, increasing diameter.

2

Horse Power

HT x DIA 1.7 x 7.0 2.1 x 7.9 3.4 x 10.7

1 2 3 & 31⁄2 5

STANDARD HIGH

VOLUME FLOW
This pattern is achieved by propeller diffuser combination, 

without a nozzle. This model (HVF) is Standard with every unit.

• QUALITY WARRANTIES
a) 1/2 HP Fountain Aerators: 2 years
b) 1-15 HP Fountain or Aerator: 3 years
c) Electrical Panel Components: 1 year
d) 1/3-1 HP Compressors: 1 year 
e) AquaAir Diffusers, Tubing & Cabinets: 5 years

• INDUSTRY’S ONLY TOTAL COMPONENT UL, 
CUL LISTING & CE MARK
Not just individual pieces, complete product assemblies

• EASE OF INSTALLATION
Off the pallet or out of the box, 2 people – 2 hours; 
up and running

• BEST DELIVERY RECORD

• MOST COMPETITIVE PRICE POINTS IN ITS CLASS

wareness of water quality management has never
been higher. In our environmentally conscious
world, today’s successful aquatic managers are

making aeration equipment the foundation of their aquatic
management programs. Their goal is to increase the dissolved
oxygen level, which stimulates the natural clean up process,
resulting in an aesthetically pleasing, healthy body of water.

Aeration is a natural, environmentally-safe and highly 
effective water quality management tool. It addresses a wide
range of water quality problems, including algae build-up,
aquatic weeds, bottom sludge, foul odors, insect infestation,
and stagnation in lakes and ponds.

All AquaMaster® 50 Hz products are available from 
to 15 HP in whatever voltage you require. With thousands 
of successful projects around the world, we know you’ll be
pleased with your AquaMaster® Fountain &/or Aerator 
product’s performance. Our Commitment to Excellence 
in designing, building and delivering Superior Aquatic
Management Systems is the key to your success.

Choose AquaMaster® Fountains and Aerators for 
quality, dependability, beauty and guaranteed long life 
performance. Let us help you Master the Power and 
Beauty of Water, we guarantee it!

Aw

FEATURES & BENEFITS

2.7 x 9.8

Horse Power

HT x DIA 2.4 x 5.1 3.0 x 6.1 4.8 x 7.7

1 2 3 & 31⁄2 5

4.9 x 5.5

Horse Power

HT x DIA 1.2 x 6.7 1.5 x 8.2 2.1 x 12.2

1 2 3 & 31⁄2 5

2.0 x 14.3

MEDINA
Nozzle creates an upright funnel shape, 

resulting in a stunning full profile pattern. 

CL A S S I C FL O AT I N G FO U N TA I N AE R AT O R SCL A S S I C FL O AT I N G FO U N TA I N AE R AT O R S

FIXED LOW HEIGHT

1.5 x 4.9

1⁄2

1.5 x 2.1

1⁄2

1/3
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This nozzle produces a very decorative crystalline 

spray pattern in an abstract, three-tiered formation. 

CRYSTAL GEYSER

A modification of the Geyser nozzle produces 

a less dense, more decorative version.

IDE
G

EYSER
G

EYSER

A multiport nozzle achieves a dramatic vertical pattern 

in a solid column of water, fanning slightly at the top.

A beautiful, dramatic pattern still achieves aeration results. 

This nozzle combines the Standard HVF with the vertical 

Geyser column of water through its center.

CROWN & GEYSER

Horse Power

Geyser HT 2.5 3.4 4.6 5.5

1 2 3 & 31⁄2 5

Crown HT x DIA 1.7 x 7.9 1.8 x 10.7 1.8 x 13.4 2.7 x 6.7

Horse Power

HT x DIA 3.4 x 1.8 4.3 x 2.1 6.1 x 3.0

1 2 3 & 31⁄2 5

5.5 x 2.4

Horse Power

HT x DIA 4.0 x 1.8 4.3 x 2.1 6.1 x 0.6

1 2 3 & 31⁄2 5

5.5 x 0.6

FO U N TA I N AE R AT O R SFO U N TA I N AE R AT O R S

1.8

1⁄2

.9 x 7.3

2.7 x 0.3

1⁄2
2.7 x 2.1

1⁄2

Horse Power

HT x DIA 2.3 x 4.3 2.7 x 6.0 4.3 x 6.7

1 2 3 & 31⁄2 5

4.3 x 8.21.9 x 5.5

1⁄2
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The narrower opening of this nozzle results 

in a dense, elliptical canopy of water.

Nozzle separates the Standard HVF into four points that fan out slightly 

at  the top, also creating a dramatic effect on the water’s surface.

PLUMECROWN

Scalloped nozzle channels the water into separate streams 

without reducing the GPM or beneficial aeration.

PLUM TREE

CL A S S I C FL O AT I N G FO U N TA I N AE R AT O R SCL A S S I C FL O AT I N G FO U N TA I N AE R AT O R S

Heavy-water version of the Crown & Geyser two-tiered pattern 

lends drama to the landscape. An excellent choice in open areas.

PAR

Horse Power

HT x DIA 1.7 x 7.0 1.8 x 8.2 3.4 x 11.3

1 2 3 & 31⁄2 5

3.0 x 11.3

Horse Power

Geyser HT 1.8 2.4 3.4 4.3

1 2 3 & 31⁄2 5

Crown HT x DIA 1.2 x 7.3 1.2 x 9.1 1.8 x 11.3 1.5 x 11.6

Horse Power

HT x DIA 1.7 x 3.4 1.8 x 3.7 3.2 x 6.7

1 2 3 & 31⁄2 5

2.7 x 6.7

Horse Power

HT x DIA 1.8 x 2.4 2.0 x 3.0 3.6 x 3.0

1 2 3 & 31⁄2 5

3.0 x 4.0
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AquaMaster Floating Fountain Aerators are available

in 11 beautiful spray patterns. Sizes range from 220

volt single phase to 415

volt 3 phase, in 1/2 to 5

HP motors. All fountains

are available with 

in-house built UL & CE

NEMA rated electrical 

control panels, standard 

in painted steel. Panels

would include GFI

Protection and timer 

as standard equipment. Door removed for photo

FO U N TA I N AE R AT O R SFO U N TA I N AE R AT O R S

Exclusive Underwater
Cable Disconnect 

Patented, High-efficiency 
Stainless Steel Impeller System

Stainless Steel
Double Seal 

Cartridge Assembly
Exclusive custom-designed 
Oil-cooled Energy Efficient Motors

Stainless Steel Motor Housing

Interchangeable Nozzles

Optional 220 Volt
Underwater Lighting

Maximum Circulation and Aeration

Stainless Steel Intake
Debris Screen

KEY FEATURES

Low Profile Float

NIGHT GLOW
LIGHTING SYSTEMS
Make your fountain even more dramatic at 

night with two to eight light 220 volt systems, 

in 75, 150 or 250 watt halogen lamps. Any 

lighting system choice includes stainless steel

lamp housings, ready to be installed in the float.

Optional timer and GFI Protection are included 

if Control Panel option chosen. All lights remain

water-cooled and out-of-sight below the surface.

Options such as colored lenses and electronic

sequencer complete your dramatic aquatic display.

DEEP
WATER

SUCTION
When coupled with a Deep Water

Intake System, your fountain 

aerator can provide your

pond with a highly

efficient, de-stratifying

and decorative

Aquatic Management

System.

50 HZ FOUNTAIN AERATOR 
PERFORMANCE SPECIFICATIONS

1⁄2

Optional Control Panel

* A pond’s surface area is determined by multiplying its length by its width. Pond’s actual shape, depth and
nozzle spray pattern selection should all be considered when selecting Horsepower and unit size(s).

1⁄2

MODEL
NUMBER

F50-5401

F50-5410

F50-5410-3

F50-5420

F50-5420-3

F50-5430-3

F50-5435

F50-5450

F50-5450-3

HORSE
POWER

1

2

3

3

5

VOLTAGE
& PHASE

220 1PH

220 1PH
220-230 3PH
380-415 3PH

220 1PH
220-230 3PH
380-415 3PH

220-230 3PH
380-415 3PH

220 1PH

220 1PH
220-230 3PH
380-415 3PH

RUNNING AMP
DRAW

AT 2875

3.2

8.0
5.0
2.6

10.5
7.0
3.7

9.5
5.0

19.0

24.0
15.0
8.0

SUGGESTED
POND SIZE

Ha*

to .3

.3

.4

.4-.6

.4-.6

.4-1

MINIMUM 
OPERATING
DEPTH (m)

0.6

0.6

0.7

0.7

0.7

0.7

SHIP
WEIGHT

Kgs

35

113

113

113

113

113

                                               



HP

15.2 x .6

20.7 x .6

Upper
9.8 x .3

Lower
3.1 x 12.2

Upper
12.8 x .3

Lower
4.3 x 13.4

8.5 x 3.0

11.0 x 3.0

8.0 x 3.1

11.0 x 3.1

6

G
EMINI

Dramatic geyser reaching amazing heights 

in a massive column of water.

AQUARIUS

Magnificent two-tiered fountain combining 

a Gemini geyser rising through a perfect, lower circle.

CE L E S T I A L FO U N TA I N S ®CE L E S T I A L FO U N TA I N S ®

Modification of the Gemini, it creates a wider,

feathered geyser effect.

PISCES

Narrower, frothy version of the Aquarius 

producing a multi-tiered fountain.

LIBRA

HT x DIA (m)MODEL

10

15

10

15

10

15

10

15

GEMINI

AQUARIUS

PISCES

LIBRA

When you want to design a dazzling waterscape, the sky’s the limit with AquaMaster’s CELESTIAL FOUNTAINS®.
Featuring 8 spray patterns to help you create an impression that’s out of this world. 

                                     



HP

Upper
9.2 x .3

Middle
6.1 x 12.2

Lower
3.1 x 13.8

Upper
12.2 x .3

Middle
7.6 x 12.2

Lower
3.1 x 15.2

10.7 x 3.1

12.2 x 3.1

Upper
9.2 x .3

Lower
4.9 x 10.7

Upper
12.2 x .3

Lower
5.5 x 12.2

Upper
9.2 x .3

Lower
3.1 x 12.2

Upper
12.2 x .30

Lower
3.1 x 15.2

www.aquamasterfountains.comwww.aquamasterfountains.com 7

FO U N TA I N S ®FO U N TA I N S ®

LEO

Dramatic geyser creates a full 

profile in a massive column of water.

TAURUS

Stunning tri-tier reaching amazing heights 

with a massive center column of water.

VIRGO
Thick center jet of water surrounded

by frothy, lower tier.

ARIES

Narrower, two-tiered pattern

reaching fantastic heights.

HT x DIA (m)MODEL

10

15

10

15

10

15

10

15

TAURUS

LEO

ARIES

VIRGO

All are backed by a Total Component three year warranty that demonstrates our ongoing
Commitment to Excellence in Superior Aquatic Management Systems.

                                    



CE L E S T I A L FO U N TA I N S ®CE L E S T I A L FO U N TA I N S ®

8

HP

220-230 35 1.2
380-415 18 1.2

220-230 46 1.2
380-415 23 1.2

VOLTAGE
AT 3PH

RUNNING AMP
DRAW AT 2875

MINIMUM
DEPTH (m)

50 HZ CELESTIAL FOUNTAINS®

PERFORMANCE SPECIFICATIONS

SYSTEM FEATURES

MODEL
NUMBER

10

15

F50-84100-3

F50-84150-3

• High efficiency fountain design with 
minimal head loss, resulting in 
maximum Fountain performance 

• Rugged, Heavy-duty
Stainless Steel centrifugal
pump system for highest 
efficiency and durability

• Heavy-duty tubular welded
Stainless Steel frame design
adds strength and longevity

• Precision-levelling unobtrusive 
modular cart style floatation system 

• Individual high density
polyethylene floats are
in-water adjustable

• Removable (without tools)
large capacity, rigid 
16 gauge Stainless Steel
intake screen

• Oversized floatation
type tires for ease 
of launching 

• Eight Fountain spray patterns—simple 
interchangeable nozzles ranging from 10 to 25 HP

• Complete package includes 
Electrical Control Panel and
underwater cable

• Total in-water component 
Three Year Warranty, Industry’s
only oil-cooled motors

• Optional 150, 250 
or 500 watt Stainless
Steel halogen 
lighting systems

• Exclusive underwater
cable disconnect
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VOLCANO II FLOATING SURFACE AERATOR SPECIFICATIONS

MODEL
NUMBER HP VOLTAGE

AT 3PH

RUNNING 
AMP DRAW

AT 1437 RPM

SUGGESTED
POND SIZE

Ha*

MINIMUM
OPERATING

DEPTH

SPRAY
HEIGHT

IN m

SPRAY
DIAMETER

IN m

SHIP
WEIGHT
IN Kgs

VOLUME
m3/min.

VO L C A N O II

* A pond’s surface area is determined by multiplying its length by its width. Pond’s actual shape and depth should be considered when selecting Horsepower and unit size(s).

F L O A T I N G  S U R F A C E  A E R A T O R

VO L C A N O II
F L O A T I N G  S U R F A C E  A E R A T O R

1.5 HP Unit 3.5 HP Unit

SYSTEM FEATURES

• Easily installed, similar to Floating Fountain Aerators

• Only requires .9m of depth

• Works in unlimited depths as it is float mounted

• Creates a fluid boil effect, resulting in maximum 
pumping rates and O2 transfer

• 3 year Warranty

• 3 year no internal maintenance guarantee

• 1.5 and 3.5 HP, 3 phase motors only

• Quality Stainless Steel components

The perfect choice when a low profile, floating surface aerator is desired. The Volcano 
results in dramatic dissolved oxygen enhancement for your aquatic environment.

F50-V5410-3

F50-V5435-3

1.5

3.5

220-230
380-415

220-230
380-415

7.5
4.0

13.0
7.0

Up to .4

.4+

.9

.9

.8

1.2

1.8

3.7

113

136

3.8

9.1

www.aquamasterfountains.comwww.aquamasterfountains.com

                             



AQ U AAI R TM

AquaAir provides ponds and lakes with superior aeration, circulation, and de-stratification. 
Dissolved oxygen (DO) levels are increased throughout the entire water column with the use 

of bottom-mounted diffusers. The diffusers employ a super fine micro-bubble technology 
resulting in the highest diffuser oxygen transfer rates (OTR) available today. The micro-bubbles

entrain bottom water and synergistically lift it to the surface where atmospheric oxygen is 

AQ U AAI R TM

Models 9410 & 9420 Ground
Mount with optional green

slatted surround cover

AquaRings
Diffuser

Dual Membrane 
Diffuser

10

Sand Green

Cedar

Gray

Black

Slatted surround covers 
available in the following colors:

SYSTEM FEATURES

DIFFUSERS

• Hollow base design for sand or gravel weighting

• Large base area for soft bottom sediment

• Self-cleaning, low maintenance construction

• Ultra low back pressure check valve

• Five year warranty

AQUARINGS DIFFUSER

• Two tubular, concentric, porous membrane rings 

with micro-bubble technology

DUAL MEMBRANE DIFFUSER

• Two flexible .23cm membrane discs with 

micro-bubble technology

COMPRESSORS

• Manufactured by Gast and Thomas

• UL Listed

• 1⁄3 HP – 1 HP 220V single phase

• Thermal overload motor protection

• One year warranty

COMPRESSOR ENCLOSURES

• Cylindrical Stainless Steel housing 

• Chimney effect assists to cool compressor

• Heavy-duty cooling fan concentrates air around compressor

• Stainless Steel hasp latch with MASTER LOCK® included

• Stainless steel cover and hardware

• Ease of internal accessibility

• Ground mount and post mount available

• Five year warranty

• Five optional slatted colored covers available

SUPER SINK AIR TUBING

• Self-weighted for easy installation and quick sinking

• Flexible, will not crack or kink even in cold temperatures

• 1.3cm ID x 2.7cm OD x 0.7cm wall thickness 

• Available in 30m increments

• Utilizes 1.3cm PVC insert fittings for quick connections

• Five year warranty

Models 9410 & 9420 
Post Mount
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AQ U AAI R TMAQ U AAI R TM

AquaRings
Diffuser

When superior aeration and de-stratification is desired 
for water bodies that require a more natural setting,
permit safe recreational use, require non-moving or 
non-electrical parts, or are very deep and/or large, 
AquaAir by AquaMaster® is the Intelligent Choice.

absorbed and then transferred throughout the water column.  Additionally, this process 
provides excellent deterrence to thermal stratification (temperature layering of the water body).

The diffusers are connected to a revolutionary, new, cylindrical design enclosure—
containing one of 3 compressor sizes—by self-weighted Super Sink air supply tubing. 

System sizes range from 1/3 — 1 HP with one to six diffusers.

NOTES

• Sizing guide based on lake turnover rate of 1.5 – 

2 times per day. This is adequate to aerate most

low oxygen, organic bottom sediment lakes

• Narrow lakes or lakes with fingers, coves or other 

physical features that restrict circulation may

require additional diffusers

• Lakes with inflow sources of effluent water, highly 

polluted water, and/or high nutrient drainage run-off 

water may require additional diffusers

LAKE AND

POND BENEFITS

• Entire water column circulation — up to 15m3

per minute depending on diffuser depth

• Elimination of thermal stratification

• Increased dissolved oxygen levels that stimulate the 

natural aerobic digestion process thus reducing nutrient   

levels and associated algal growth

• Elimination of oxygen related fish kills and expansion 

of the oxygenated habitat and ecosystem

• Reduction of mosquito and aquatic midge infestations

• Elimination of foul odors from undesirable 

dissolved gases

• Reduction of organic bottom sediment

• Preservation of a healthy aquatic ecosystem 

and an aesthetically pleasing aquascape 

to view and enjoy through improved 

water quality

AquaAir SIZING GUIDE AND SPECIFICATIONS

* *A pond’s surface area is determined by multiplying its length by its width.
Pond’s actual shape and depth should be considered when selecting Horsepower.

Dual
Membrane 

Diffuser

Models 9430 through 9460
Ground Mount with optional 
sand slatted surround cover

Models 9430 through 9460
Ground Mount

MODEL
NUMBER HP

SUGGESTED
POND SIZE Ha**

OPERATING
DEPTHS (m)

RUNNING
AMP DRAW

VOLTAGE
@1PH

DECIBELS 
3m FROM 

COMPRESSOR

AquaAir 1*
(P) F9410

AquaAir 2*
(P) F9420

AquaAir 3
F9430

AquaAir 4
F9440

AquaAir 5
F9450

AquaAir 6
F9460

1⁄3

1⁄3

3⁄4

3⁄4

1

1

220

220

220

220

220

220

1.9

3.3

5

5

6

6

To .2
To .4

To .4
To .8

To .8
To 1.2

To 1.2
To 1.6

To 1.6
To 2

To 2
To 2.4

1.2-3.7
4.0-7.6

1.2-3.7
4.0-7.6

1.2-3.7
4.0-6.1

1.2-3.7
4.0-6.1

1.2-3.7
4.0-6.1

1.2-3.7
4.0-6.1

70

70

68

68

68

68

*(P) Optional Post Mount Available
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T H E U LT I M A X
® S E R I E STHE OXYMAX® AERATION SYSTEMTHE OXYMAX® AERATION SYSTEM

T H E O X Y M A X ®

AE R AT I O N S Y S T E M
works from the bottom of the pond, completely submerged, out of 
sight and silent. It couples an electric motor to a propeller water 
transport system. The oxygen-depleted water is moved rapidly 
from the bottom of the pond directly and efficiently to the surface. 

This cooler, denser water absorbs oxygen as it quickly spreads 
across the pond. It returns down through the stratified layers, 
providing equal distribution of oxygenated water.

Give the aquatic manager a solution to water quality problems when no fountain spray pattern 
is desired. These units are environmentally friendly and will not disturb your aquatic landscape.

SYSTEM FEATURES
• Totally out of sight and silent, submerged to bottom

• Ideal for fish impoundments, keeps ponds open year round
(where applicable) eliminating winter kill

• No possible freeze damage — aerator is totally submerged

• Submerged motor and seals lubricated by non-toxic food
grade oil for longer life

• 1 to 5 HP, 1 and 3 phase motors

• 3 Year Warranty, 1 HP and larger

• 3 Year no internal maintenance guarantee, 
1 HP and larger 

• Easily adapts to any pond 1.5 to 6.1m deep

• Low-profile motor mounted below waterline

• Quality Stainless Steel components

1-5 HP 
MODEL

OXYMAX® AERATION SYSTEMS

F50-7410

F50-7410-3

F50-7420

F50-7420-3

F50-7430-3

F50-7435
F50-7450

F50-7450-3

1

2

3

31⁄2

5

220 1PH
220-230 3PH
380-415 3PH

220 1PH
220-230 3PH
380-415 3PH
220-230 3PH
380-415 3PH

220 1PH
220 1PH

220-230 3PH
380-415 3PH

8.0
5.0
2.6

10.5
7.0
3.7
9.5
5.0

19.0
24.0
15.0

8.0

1.5
1.5
1.5
1.5
1.5
1.5
1.5
1.5
1.5
1.5
1.5
1.5

6.1
6.1
6.1
6.1
6.1
6.1
6.1
6.1
6.1
6.1
6.1
6.1

90
90
90
90
90
90
90
90
90

113
113
113

MODEL
NUMBER

HORSE
POWER

VOLTAGE & PHASE
RUNNING AMP
DRAW AT 2875

MINIMUM 
OPERATING
DEPTH (m)

MAXIMUM 
OPERATING
DEPTH (m)

SHIP WEIGHT Kgs

T H E U LT I M A X
® S E R I E S
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T H E U LT I M A X
® S E R I E ST H E U LT I M A X
® S E R I E S

U LTIMAX
®

HYDROMIXER

provides directional 
high-flow circulation

T H E U LT I M A X
® S E R I E S

1 – 5 HP 
FLOATING

MODEL

of aerators provide horizontal circulation of water and oxygen, at or below the surface. 
Powered by our exclusive submerged electric motor, the specially designed propeller circulates 

water directionally, with or without the Venturi option. Choose from the aspirating 
AIR INJECTOR or high-flow circulating HYDROMIXER.

1 – 5 HP 
FIXED BASE
MODEL

SYSTEM

FEATURES

• Low-profile motor mounted below waterline

• 3 Year Warranty, 1 HP and larger

• 3 Year no internal maintenance guarantee, 1 HP and larger

• Shrouded propeller creates greater circulation

• 1 to 5 HP, 1 and 3 phase motors

• Adjustable attack angle for greatest efficiency

• Can operate in as little as .9m of depth

• Quality Stainless Steel components

• Submerged motor and seals lubricated by non-toxic
food grade oil for longer life

• Site specific with maximum zone of influence

N ADDITION TO THE
ABOVE, THE FIXED BASE
MOUNTED UNITS:

• Easily adapt to any pond .9 to 3.1 deep

• Are not susceptible to freeze damage — aerator is totally submerged

• Are ideal for fish impoundments — keep ponds open year round
(where applicable) eliminating winter kill

U LT I M A X
®

AI R N J E C T O R

aspirating horizontal 
directional aerator

MODEL
NUMBER

HORSE
POWER

VOLTAGE & PHASE
RUNNING AMP
DRAW AT 2875

MINIMUM 
OPERATING DEPTH (m)

MAXIMUM 
OPERATING DEPTH (m)

SHIP WEIGHT Kgs

(B)(H) F50-6410
(B)(H) F50-6410-3

(B)(H) F50-6420
(B)(H) F50-6420-3

(B)(H) F50-6430-3

(B)(H) F50-6435

(B)(H) F50-6450
(B)(H) F50-6450-3

1

2

3

31⁄2

5

220 1PH
220-230 3PH
380-415 3PH

220 1PH
220-230 3PH
380-415 3PH
220-230 3PH
380-415 3PH

220 1PH
220 1PH

220-230 3PH
380-415 3PH

8.0
5.0
2.6

10.5
7.0
3.7
9.5
5.0

19.0
24.0
15.0

8.0

.9

.9

.9

.9

.9

.9

.9

.9

.9

.9

.9

.9

unlimited

unlimited

unlimited

unlimited

unlimited 

113
113
113
113
113
113
113
113
113
113
113
113

FLOAT MOUNTED AND “B” FIXED BASE MOUNTED

ULTIMAX® AIR INJECTOR AND
ULTIMAX® HYDROMIXER SPECIFICATIONS

(“B” PREFIX REQUIRED WHEN ORDERING FIXED BASE MOUNTED MODELS — “H” PREFIX REQUIRED WHEN ORDERING HYDROMIXER MODELS)

                                                



M A S T E RC L E A R S Y S T E M SM A S T E RC L E A R S Y S T E M S

Naturally occurring MasterClear bacteria bioaugmentation products will assist you to maintain or reach
your goal – better water quality. The results will be a clearer, healthier, pond environment within months.

1) AquaSphere: Patented dispenser technology system containing   

packets of bacteria for ease of application, covering a 30 day 

period. Billions of bacteria are consistently released, consuming 

nutrients, producing an enzyme that attacks and decomposes 

the sludge. Retrieve, remove and easily replace AquaSphere 

monthly. Step-by step program approach, the process is simple: 

TBTR - Test, Balance, Treat, Repeat! 4 sizes available: 

9,400 (refillable) & 190,000 liter, .1 & .4 hectare.

2) AquaBlast: Easily applied  environmentally friendly Water 

Soluble Packets (WSP) of bacteria. .1 & .4 hectare Warm & 

Cold Water in one month supply boxes, .1 & .4 hectare 

All Temperature Formula available in 20 pack pails, each 

a 4 month supply.

3) AquaSphere Starter Kit: Used with AquaSphere dispensers, 

contains a mooring line, anchor, marker and test strips. 

(Not pictured)

4) Mosquito Control: Kills mosquito larvae before they become 

airborne, biting adults. 

5) Water Features Pond Cleaner Kit: Continuous pond care 

program; TBTR - Test, Balance, Treat, Repeat!
Kit comes complete with submersible dispenser with retrieval 

line refillable with ten 30 day warm water bacteria packets, 

4 in 1 test strips and a .5 liter jar of pH Down. For applications 

up to 9,500 liters.
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DIGITAL

TIMER

Electronic, programmable 
model with battery 

back-up

SEQUENCER

Lights blend and 
turn on and off in a 
magnificent display

FOUNTAIN WIND

SPEED CONTROLS

Monitor comes mounted 
in control panel

STAINLESS STEEL

INTAKE SCREENS
1⁄2-5 HP design

OPTIONAL

ULTIMAX® FLOATS

Available in Duck Decoy 
or Gator Head

PARTS &
HARDWARE

KIT

LIGHTNING

ARRESTORS

Three models to
choose from

FOUNTAIN

NOZZLES
1⁄2 to 5 HP fountains: 10

10 & 15 HP Celestial Fountains: 8

NEMA
CONTROL PANELS

1) Control multiple units conveniently
from a Custom Control Panel (CCP)

2) Fiberglass   3) Stainless Steel

S Y S T E M SS Y S T E M S

Achieve a synergistic effect when used in tandem with your AquaMaster Fountain &/or Aeration System. 
All MasterClear products are environmentally friendly & EPA Registered, where applicable.

6) BluZyme: combines pond colorant with enzymes into one simple 

application, saving you both time & money. Its appealing blue color 

is safe for all aquatic activities & will not harm the environment.

Colorant   Enzymes
• Restricts UV sunlight penetration • Digests organic nutrients & waste

• Does not stain wildlife or fish • Reduces noxious odors 

• 2 sizes available: 3.8 & 18.9 liter

7) Muck B’Gone: accelerates the biological digestion process for the 

removal of organic muck & sludge in your pond or lake. Results are 

maximized when applied with MasterClear bacteria bioaugmentation 

products, in tandem with AquaMaster Aeration Systems when possible. 

A much less costly alternative to manual muck removal.

• Natural, biological accelerator • Reduces & binds phosphates

• Eliminates harmful gaseous • Improved water clarity

by-products • 4 sizes available: .95, 3.8, 

• Biodegradable 18.9 & 208 liter

8) LSC — Liquid Super Concentrate: A highly concentrated active liquid 

culture designed to accelerate microbial organic matter degradation. 

Mix 3.8 liters of concentrate with tap water to produce 208 ready to use 

liters. 2 sizes available: 3.8 & 18.9 liter. 
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